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Stainless steel anchor channels
In future, using new materials,  
such as “Lean Duplex“

Officially approved in Europe, anchor channel MBA-CE is 
used to mount installation parts in in-situ concrete or as a 
cast-in part in the precast part. 
The MBA-CE anchor channel offers a horizontal or a vertical 
adjustment option depending on the mounting situation. 
MOSO® hammer-head/hook-head bolts MHK are used as 
fasteners.
Please refer to the table for the dimensions.
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Product information

	■ Profile sizes:	 28/15, 38/17, 50/31 und 52/34 
	 Additional profile sizes on request

	■ Material:	 stainless steel 
	 corrosion resistance class (CRC) III*

	■ Certificate:	 European Technical Assessment 
	 ETA-13/0224 

* Further corrosion resistance classes on request

If you have any questions about stainless steel anchor  
channels, our employees in the NiroFix department will be 
happy to answer your questions!

Contact:
Tobias Skarupke
E-Mail: t.skarupke@modersohn.de
Tel. +49 5225 87 99-682

The advantages of stainless Lean Duplex Steel, e.g.  
material 1.4362, 1.4062, 14162 compared to 1.4571 (A5) 
or 1.4404 (A4L), can be reduced to the following:

	■ More planning reliability: 
Significantly lower percentage of alloy of nickel and 
molybdenum; thereby less expensive and a higher 
price stability 

	■ A two times higher basic strength, even in the  
welded condition

	■ A better resistance to corrosion, like chloride- 
induced stress corrosion cracking and pitting  
corrosionn

	■ Lower thermal expansion with the same thermal 
conductivity 

	■ Better endurance strength

	■ Higher modulus of elasticity values, in this case 
200 kN/mm² instead of just 170 kN/mm² as with 
A4/A5. This represents approximately 18% greater 
statically effective stiffness in sections.
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Technical data / Measurement table
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 
cnom = 30 mm

28/15 38/17 50/31 52/34

min. h
ef

[mm] 45 72 99 151

min. 
h

nom

[mm] 50 77 106 159

c
min

[mm] 40 50 75 100

e
min

[mm] 15 25 50 65

s
min 

/
s

max

[mm] 50 / 200 50 / 200 50 / 250 80 / 250

h
min

[mm] 75 100 130 185
 

MHK
100 150 200 250 300 350 400 550 1050 3025 6050 M10 M12 M16 M20

28/15 x x x x x x x x x x x 28/15 x

38/17 x x x x x x x x x x x 38/17 x x x

50/31 x x x x x x x x x x
50/30 x x x

52/34 x x x x x x x x x

Profile 
size

Length [mm]  Bolt size 

 Additional dimensions on request

Anchor channel

Surface MBA-CE in our free dimensioning software
MOSOCONstructor

MBA-CE: Einbauzustand

MBA-CE

Order example

① Profile type

② Profile size

③ Profile length

① ② ③

MBA-CE - 50/31 - 150

Please note
The hammer-head/hook-head bolt should be tendered 
separately.

Tender text
...pc. MOSO® precast fixing MBA-CE-50/311)-1502), 
delivery and proper installation.
1) Profile size acc. to table
2) Profile length acc. to table
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