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Facade fixings concrete

Performance Profile concrete division
MOSO® supporting 
anchors concrete facades

	■ Panel hangers 

	■ Parapet anchors

	■ Supports and  
suspension brackets 
for precast facades

MOSO® concrete facade 
retaining anchors

	■ Serrated restraint  
anchors

	■ Restraint anchors

	■ Pressure screws

	■ Dowel connections 

The advantages of stainless Lean Duplex Steel, e.g.  
material 1.4362, 1.4062, 14162 compared to 1.4571 (A5) 
or 1.4404 (A4L), can be reduced to the following:

	■ More planning reliability: 
Significantly lower percentage of alloy of nickel and 
molybdenum; thereby less expensive and a higher 
price stability 

	■ A two times higher basic strength, even in the  
welded condition

	■ A better resistance to corrosion, like chloride- 
induced stress corrosion cracking and pitting  
corrosionn

	■ Lower thermal expansion with the same thermal 
conductivity 

	■ Better endurance strength

	■ Higher modulus of elasticity values, in this case 
200 kN/mm² instead of just 170 kN/mm² as with 
A4/A5. This represents approximately 18% greater 
statically effective stiffness in sections.

In future, using new materials, 
such as “Lean Duplex”

MOSO® Ankerschienen

	■ MBA-CE-anchor  
channels with shear 
bolts

	■ ES anchor channels 
for prefavricated parts

Normteile aus 
Edelstahl Rostfrei

	■ Metric bolts

	■ Nuts, washers, 
retaining washers

	■ Threaded rods 
(up to 3,000 mm)

	■ Special threaded parts

Stainless steel – our expertise and passion
	■ 130 staff members in production, administration, 

and the warehouse and dispatch department, who 
are responsible for fulfilling our customers’ re-
quests

	■ In-house software solutions, e.g. programmes for 
mass calculation or bracket calculation

	■ In-house engineering department with  
25 engineers and construction planners

	■ Development of bespoke solutions in the field of 
structural engineering

	■ Manufacture of specialised structures and custom-
made products, including using the welding robot
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Parapet anchor FB-E

Panel hanger FB-H

The MOSO® precast fixing FB-E is an  
anchor for parapet elements.

In order to achieve a uniform distribution 
of load, each concrete element is braced 
with at least two anchors. When using 
more than two anchors, the design with 
adjusting screw must be used.

The parapet anchor is fastened to the  
in-situ concrete with an officially  
approved dowel or a MOSO® CE anchor 
channel.

The MOSO® panel hanger is an officially 
approved system. It consists of an upper 
part, a middle part and a mounting part.
There are several models of the upper 
part available depending on the structural 
situation. The standard- and twin-version 
as well as the “Attic Standard“ and  
“Attic Twin“ for the fastening on in-situ  
concrete.

The mounting part FB-HE was  
developed for slender precast concrete 
parts. With a low load range and a simul-
taneously large concrete core, MOSO® 
CE anchor channels are an affordable 
alternative to the mounting part FB-HE.

Product information

Product information

Product information

	■ Load stages:	 6.0 - 70.0 kN

	■ Material:	 Approved stainless steel

	■ Certificate:	 Building authority approval

	■ Load stages:	 1 - 8

	■ Cavity:	 Up to 200 mm (> on request)

	■ Material:	 Approved stainless steel

	■ Certificate:	 Building authority approval

	■ Load stages:	 6.0 - 70.0 kN

	■ Material:	 Approved stainless steel

	■ Certificate:	 European approval

Anchor channel MBA-CE

Officially approved in Europe, anchor channel MBA-CE is used to 
mount installation parts in in-situ concrete or as a mounting part in 
the precast panel. The MBA-CE anchor channel offers a horizontal or a  
vertical adjustment option depending on the mounting situation. 
MOSO® hammer-head/hook-head bolts MHK are used as fasteners.

Other products

Pressure screw:
FB-DS

Restraint anchor:
FB-DZA

Dowel connection: 
FB-VD

Serrated  
restraint anchor:
FB-ZH

Gallow anchor:
FB-G

UPDATE: calcilation software MOSOCONstructor for
            panel hangers, parapet anchors and anchor channels

              Free software-download:
           https://www.modersohn.eu/downloads

Anchor channels 
with Europ. Techn. 

Assessment
MBA-CE  

ETA-13/0224 
revised

With building
authority 
approval
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