
 
 

 
 

Declaration of Performance 
 

KON-0761-2402310-01 
 
 

1. Unique identification code of the product type: 

Modersohn® MK6 Masonry support bracket in combination with Halfen support head 
MK6-E-N, MK6-F-N, MK6-K-N, MK6-E-D, MK6-F-D, MK6-K-D 

2. Intended use or uses of the construction product, in accordance with the applicable 
harmonised technical specification, as foreseen by the manufacturer: 

Intended use:  Support bracket for the transfer of vertical loads from facing masonry 
Material: Stainless steel in accordance with EN 10088-2 

 with corrosion resistance class (CRC) III–V 
Load action:  Static and quasi-static loads 
Substrate material: Concrete ≥ C20/25 in accordance with EN 206-1 

3. Name, registered trade name or registered trademark, and contact address of the 
manufacturer pursuant to Article 11(5: 

Wilhelm Modersohn GmbH & Co.KG (part of Leviat) 
Industriestraße 23 
32139 Spenge 
www.modersohn.eu 

4. Where applicable, name and contact address of the authorised representative whose 
mandate covers the tasks specified in Article 12(2): 

- not applicable  - 

5. System or systems of assessment and verification of constancy of performance of the 
construction product as set out in Annex V: 

System 3 in accordance with EN 845-1:2013+A1:2016  

6. In the case of the declaration of performance concerning a construction product 
covered by a harmonised standard: 

The notified body 
Materialprüfanstalt (MPA) für das Bauwesen 
Beethovenstraße 52 
D-38106 Braunschweig 
(Notified Body Nr.0761) 

has tested the product in accordance with System 3 and issued the test reports numbered 
MPABS-2402310-a to -f. 
 



 
 

 

 

7. Declared performance: 

Type number: 4,0 
Essential 
characteristics Performance Harmonised technical 

specification 
Load capacity 4000 N 

EN 845-1:2013+A1:2016 

Deflection at 1/3 of 
characteristic load 
capacity 

≤ 2mm 

Durability Material: 1, 3, 23 
Dangerous substances NPD 

 
Type number: 8,0 
Essential 
characteristics 

Performance Harmonised technical 
specification 

Load capacity 8000 N 

EN 845-1:2013+A1:2016 

Deflection at 1/3 of 
characteristic load 
capacity 

≤ 2 mm (MK6-E-N, MK6-F-N, MK6-K-N) 
≤ 3 mm (MK6-E-D, MK6-F-D, MK6-K-D) 

Durability Material: 1, 3, 23 
Dangerous substances NPD 

 
Type number: 12,0 
Essential 
characteristics 

Performance Harmonised technical 
specification 

Load capacity 12000 N 

EN 845-1:2013+A1:2016 

Deflection at 1/3 of 
characteristic load 
capacity 

≤ 2 mm (MK6-E-N, MK6-F-N, MK6-K-N) 
≤ 2,5 mm (MK6-E-D, MK6-F-D, MK6-K-D) 

Durability Material: 1, 3, 23 
Dangerous substances NPD 

 

8. Where applicable, reference number of the specific and/or appropriate technical 
documentation: 

- not applicable - 
  
The performance of the product identified above is in conformity with the declared performance. 
This Declaration of Performance is issued in accordance with Regulation (EU) No 305/2011 under 
the sole responsibility of the manufacturer identified above. 
Signed for and on behalf of the manufacturer by: 
 
 
……………………………………..………………   ……………………………………..……………… 
                 (Jürgen Matzelle, Managing Director)   (Oliver Holleber, Head of Sales Facade) 
 
Spenge, 01.10.2025 



 
 
 

 

 
Wilhelm Modersohn 

GmbH & Co.KG 
(Teil von Leviat) 

Industriestraße 23 
32139 Spenge 
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KON-0761-2402310-01 
 

NB 0761 
 
 

EN 845-1:2013+A1:2016 
 

Modersohn® MK6 Masonry 
support bracket in combination 

with Halfen support head  
 

MK6-E-N, MK6-F-N, MK6-K-N 
MK6-E-D, MK6-F-D, MK6-K-D 

 
Type number: Load capacity: 

4,0 4000 N 
8,0 8000 N 

12,0 12000 N 
 

Intended use: 
Support bracket for the transfer of 
vertical loads from facing masonry 
  
Deflection (at 1/3 of characteristic 
load capacity) 
≤ 2 mm (Typennummer: 4,0) 
≤ 3,0 mm (Typennummer: 8,0) 
≤ 2,5 mm (Typennummer: 12,0) 
 
Durability: 
Stainless steel in accordance  
with EN 10088-2 with corrosion 
resistance class (CRC) III–V 


